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E 907/1 insert/mesh tray
• Mesh tray with lid for small instruments
• Mesh size 3 x 1 mm
• Hooks to slot into E 905
• H 46, W 129, D 170 mm

E 908/1 insert
• For separable MIS instruments/

inner shafts
• Mesh size 8 x 1 mm, closed sides
• Individual arrangements with 4 holders

for securely positioning 8–12 shafts from
disassembled MIS instruments

• Hooks to slot into E 906
• H 36, W 130, D 460 mm

E 142 Insert 1/2
• DIN mesh tray
• 1 mm wire mesh
• 5 mm mesh size
• 5 mm all-round frame
• 2 hinged handles
• Max. load 10 kg
• H 45/55, W 255, D 480 mm

E 473/1 insert/filter
• Mesh basket with lid for small

instruments
• For hooking onto mesh trays
• H 85, W 60, D 60 mm

E 444 Insert/Central spiral rack
• For fibre optics and irrigation tubes
• Fibre optics and tubes wound spirally

around central rack
• H 168 mm, with folding clip, 214 mm
• Ø 140 mm

E 451 Insert 1/6
• Mesh tray with lid for small instruments
• Wire gauge:

1 mm base
0.8 mm sides
1 mm lid
Mesh size:
3 mm base
1.7 mm sides
8 mm lid

• Removable internal dividers
• H 55, W 150, D 225 mm

MIS accessories
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E 457 Insert 1/2
• For separable MIS instruments

(e.g. 12 handles and inner shafts)
• Mesh base, mesh size 3 mm, solid sides
• Welded holders for 8–12 handles,

variable arrangement, with 3 holders for
storing and securing 8–12 shafts from
disassembled MIS instruments

• H 62, W 192, D 490 mm

E 460 Insert 1/4
• For rigid fibre optics of varying lengths
• Mesh size, base 8 x 1 mm

sides/lid 7 x 7 x 3 mm
• With 3 holders for 2 rigid fibre optics of

varying length
• H 53, W 100, D 430 mm

E 362 blind stopper
• M 8 x 1 thread, to close connectors on

mobile units

MIS accessories
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E 442 injector sleeve �
• For MIS instruments 

Ø 4–8 mm, screw thread
• 121 mm long, Ø 11 mm
• Cap, 6 mm orifice

(Mat. no. 4.174.960)
• Fixing clip 

(Mat. no. 4.174.850)

E 443 injector sleeve �
• For MIS instruments 

Ø 8–8.5 mm
• 121 mm long, Ø 11 mm
• Cap, 10 mm orifice

(Mat. no. 4.174.970)
• Fixing clip 

(Mat. no. 4.174.850)

E 445 caps
• 12 caps for irrigation sleeves
• Orifice 6 mm

E 446 caps
• 12 caps for irrigation sleeves
• Orifice 10 mm

E 456 spring stay �
• For long shafted MIS

instruments

E 475 holder �
• For MIS insert
• To stabilise irrigation sleeve

(Mat. no. 4.692.440)

E 469 injector sleeve �
• For MIS instruments/

Urology
• 300 mm long, Ø 11 mm
• Cap, 6 mm orifice

(Mat. no. 4.174.960)
• Fixing clip 

(Mat. no. 4.174.850)

E 467 injector sleeve �
• For separable MIS

instruments/forceps
• 205 mm long, Ø 11 mm

E 336 injector sleeve MIBO �
• 121 mm long, Ø 11 mm

E 447 adapter, female �
• For Luer Lock, male, 

screw-thread for E 450/1, 
O 176, O 183

E 449 adapter, male, without
ridge* �
• For Luer Lock, female,

screw-thread for E 450/1, 
O 176, O 183

E 452 injector nozzle �
• Length 60 mm, Ø 2.5 mm,

screw-thread, for mobile
injector unit

E 453 injector nozzle �
• Holder
• Length 110 mm, Ø 4 mm,

screw-thread, for mobile
injector unit

E 448 silicone tube �
• Luer Lock adapter, male
• 300 mm long, Ø 5 mm
• Injector nozzle, 

thread 8 x 1 mm

* Ridged adapter is available
from Service, 
Mat. no. 4.224.230.

E 464 holder
• For injector nozzle E 454

13 x 65 mm
• Height-adjustment clip 

(Mat. no. 4.692.440)

E 454 injector nozzle
• For trocar sleeves with a

diameter of 10–15 mm, 
8 x 150 mm

• Height-adjustment clip
(Mat. no. 4.692.430)

E 471 spring clip
• For injector nozzle

Ø 2.5 mm, for E 452

E 472 spring clip
• For injector nozzle

Ø 4.0 mm, for E 351, E 453

� � � � �

� � � � �
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E 429 Mobile injector unit
For use in G 7892, G 7882 CD, 
G 7835 CD
• For micro-instruments used in 

eye surgery
• For 2–4 OP sets
• Built-in spray arm
• With holder for ML/2 magnetic strip for

automatic mobile unit recognition
• 2 levels
• Level 1: For inserts 

(e.g. E 441/1) or E 142
• Level 2, left-hand side:

20 connectors for lumened instruments
(10 Luer Lock adapters, male, 10 Luer Lock
adapters, female); connection for E 478
is located on feed pipe

• Level 2, right-hand side:
16 Luer Lock adapters, male, with
horizonal tube arrangement

Supplied as standard with:
• 1 bag E 476 (50 off) as well as 
• 1 bag E 477 (20 off)
• 8 x E 790 female/female Luer Lock

adapters
• 8 x E 791 female/male Luer Lock

adapters

Note:
The E 429 requires a second water feed
pipe at the bottom. This requires the
removal of the bottom spray arm in the
machine.

Micro-instruments for eye surgery

Geuder AG recommends that their current
range of instruments should be reprocessed
in a Miele washer-disinfector.
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E 440/2 Mobile injector unit
For use in G 7836 CD
• For micro-instruments used in 

eye surgery
• For 4 OP sets
• Built-in spray arm
• With holder for ML/2 magnetic strip for

automatic mobile unit recognition
• 3 levels
• Levels 1 and 2: For inserts 

(e.g. E 441/1 or E 142)
• Level 3, left-hand side: 

20 connectors for lumened instruments
(10 Luer Lock adapters, male, 10 Luer Lock
adapters, female); connection for E 478
is located on feed pipe

• Level 3, right-hand side:
16 Luer Lock adapters, male, with
horizonal tube arrangement

Supplied as standard with:
• 1 bag E 476 (50 off) as well as 
• 1 bag E 477 (20 off)
• 8 x E 790 female/female Luer Lock

adapters
• 8 x E 791 female/male Luer Lock

adapters

Adapters available individually:
• Bag of 4 x E 790 female-female Luer

Lock adapters
• Bag of 4 x E 791 female-male Luer Lock

adapters
• Bag of 4 x E 792 Luer Lock adapters,

male with silicone tube (160 mm)

Micro-instruments for eye surgery

E 790
Female/female Luer Lock adapter

E 791
Female/male Luer Lock adapter

E 792
Male Luer Lock connector with silicone
tube
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Accessories: Micro-instruments

FP
• Filter plate for E 478
• Porosity 2
• Diameter 30 mm
• 20 per bag

E 478 holder
• For 4 narrow-lumened cannulae 

(Sautter cannulae)

E 476 receptacles
• For use in mesh trays with 5 mm mesh,

e.g. E 142
• 50 per bag
• For instruments with a diameter of 

4–8 mm

E 441/1 Insert 1/4
• For micro instruments
• Mesh size of base 1.7 mm
• Solid sides, can be stacked
• Internal divisions with 6 adjustable

supports provide the ideal storage 
for instruments.

• H 60, W 183, D 284 mm

E 479 receptacles
• For use in mesh trays with 5 mm mesh,

e.g. E 142
• 50 per bag
• For instruments with a diameter of up 

to 4 mm

E 142 Insert 1/2
• DIN mesh tray
• 1 mm wire mesh
• 5 mm mesh size
• 5 mm all-round frame
• 2 hinged handles
• Max. load 10 kg
• H 45/55, W 255, D 480 mm

E 477 stoppers
• For use in mesh trays with 5 mm mesh,

e.g. E 142
• 20 per bag
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Description – Baskets and inserts use spray arm technology and therefore are only suitable for low-level washing of infusion bottles.

– No direct injection of bottle cavities and not in compliance with GMP which require a two-fold spray system.
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2. The container is covered with a mesh
lid. The container is then turned upside
down so that the bottle necks face
downards and placed in the washer-
disinfector.

3. Following cleaning and disinfection 
the lid is removed and the bottles can 
be refilled whilst still in the container.

4. Refilled bottles are sealed and stored in
the refrigerator until required.

1. Soiled, empty baby bottles are placed 
in the E 135 insert with the bottle neck
facing upwards.

Baby bottles are generally reprocessed at
ward level. Washer-disinfector models 
G 7892, G 7882 CD and G 7835 CD, with a
height of 820 mm (excl. lid), are ideal for
undercounter installation. Miele has devel-
oped a highly practical container system
for transporting, handling, washing and
disinfecting baby bottles. These containers
are able to accommodate all common
bottle sizes. Two each of these containers
can be positioned in the upper and lower
baskets of the washer-disinfector for
reprocessing. This allows 76 baby bottles
to be washed and disinfected in each
cycle. Teats and screw-on bottle tops are
reprocessed in the appropriate inserts.

Baby bottles:
Reprocessing and transportation system
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E 135 Insert 1/2 container
• Container for 19 x 250 ml baby bottles

Bottle size 56 x 56 mm
Neck 49 x 49 mm

• H 194, W 192, D 447 mm incl. lid
• For upper or lower basket

E 135/1 Insert 1/2
• For 19 x 110 ml baby bottles

Bottle size 51 x 51 mm
Neck 45 x 45 mm

• H 135, W 192, D 447 mm
• For upper or lower basket

E 135/2 Insert 1/2
• For 19 x 90 ml baby bottles

Bottle size 51 x 51 mm
Neck 42 x 42 mm

• H 125, W 192, D 447 mm
• For upper or lower basket

E 135/3 Insert 1/2
• For 19 x 120 ml baby bottles

Bottle size 56 x 56 mm
Neck 49 x 49 mm

• H 135, W 192, D 447 mm
• For upper or lower basket

E 364 Insert 1/2 container
• Container for 36 wide neck teats
• 36 sections 41 x 41 mm
• Hinged, lockable lid
• H 77, W 215, D 445 mm

E 458 Insert 1/2 container
• Container for 36 screw-on caps
• 36 sections 29 x 29 mm
• Hinged, lockable lid
• H 63, W 215, D 445 mm

AK 12 Insert 1/2
• For breast pumps
• For various inserts
• H 67/127, W 225, D 442 mm

Inserts for baby bottles and accessories
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Insert for apothecary bottles

E 125 Insert 1/1* (illustrated)
• For 9 x 2000 ml bottles
• 9 bottle compartments, 

125 x 125 mm (bottle)
•  55 x 55 mm (neck)
• H 224, W 460, D 460 mm

E 124 Insert 1/1*
• For 16 x 1000 ml bottles
• 16 bottle compartments, 

100 x 100 mm (bottle)
• 48 x 48 mm
• H 148, W 460, D 460 mm (neck)

E 129 Insert 1/1
• For 20 x 500 ml bottles
• 20 bottle compartments, 

84 x 84 mm (bottle)
• 46 x 46 mm
• H 113, W 445, D 445 mm (neck)

E 128 Insert 1/1
• For 24 x 250 ml bottles
• 24 bottle compartments, 

71 x 71 mm (bottle)
• 46 x 46 mm
• H 103, W 445, D 445 mm (neck)

E 127 Insert 1/1
• For 44 x 100 ml bottles
• 44 bottle compartments, 57 x 57 mm
• 46 x 46 mm
• H 102, W 445, D 445 mm (neck)

E 126 Insert 1/1 (illustrated)
• For 48 x 50 ml bottles
• 48 bottle compartments, 45 x 45 mm
• 28 x 28 mm
• H 83, W 445, D 445 mm (neck)

Description
• Baskets and inserts only for simple

cleaning of infusion bottles
• No direct injection and not in compliance

with GMP

* Not for use in upper basket
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U 168/1 Lower basket
• For 20 theatre shoes up to Size 45
• 20 holders, 295 mm
• With holder for ML/2 magnetic strip for

automatic mobile unit recognition
• H 315, W 535, D 515 mm

U 874/1 Lower basket/Open front
• For E 484
• Open front
• For various inserts
• Clearance in combination with upper

basket:
O 176 approx. 110 mm +/– 20 mm
O 177 approx. 220 mm + 20/+ 40 mm
O 183 approx. 185 mm +/– 20 mm
O 188/1 approx. 270 mm +/– 20 mm
O 190/1 approx. 220 mm +/– 20 mm
O 191 approx. 295 mm

• With holder for ML/2 magnetic strip for
automatic mobile unit recognition

• H 50, W 534, D 515 mm

O 167 Upper basket
• For 28 theatre shoe insoles
• Built-in spray arm
• H 195, W 531, D 475 mm

O 173 Upper basket
• For 8 theatre shoes up to Size 41
• Built-in spray arm
• H 195, W 531, D 475 mm

Theatre shoe insoles

Theatre shoes worn during operations
should also be washed and disinfected
thoroughly. In most cases, theatre shoes
are made from polyurethane (PU). In ma-
chine-based reprocessing, heat-sensitive
theatre shoes are often cleaned in a
chemo-thermal process at a temperature
of 60°C with a 5-minute exposure time.
Chemical disinfectants pose significant
problems and are also cost-intensive.
After intensive research, Miele has now
introduced a new process relying solely on
thermal disinfection – a method for theatre
shoes that has already been tried and tested
under real-life conditions.
The reprocessing programme is available
on models G 7835 CD and G 7836 CD.

After thorough cleaning at temperatures
below 55°C, thermal disinfection takes
place in the final stages of the programme
at 75°C held for 2 minutes. At 22 minutes,
the new process (excl. drying) is consider-
ably shorter than the chemo-thermal
process (lasting approx. 37 minutes).
Dispensing with chemicals brings both
economic and ecological benefits.
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E 484 Insert 1/1
• For various utensils
• Wire mesh: 1.4 mm
• Mesh size: 8 mm
• Can be fitted with holders

4 x E 487 for 16 theatre shoes
or
11 x E 489 multi-purpose holders for
e.g.insoles

• H 65 (150), W 470, D 480 mm

E 484 with 4 x E 487 holders, long
• Can be fitted with 4 x E 487 holders,

each for 4 theatre shoes, height 280 mm
• Dimensions E 487

H 280, W 464, D 10 mm

E 484 with 11 x E 489 multi-purpose
holders (not illustrated)
• With 11 x E 489 multi-purpose holders

for e.g. insoles, height 60 mm
• Dimensions E 489

H 60, W 464, D 10 mm
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MT Mieltrans trolley
• Trolley for storing and transporting

baskets and inserts
• 4 height-adjustable levels
• Loading dimensions  W 549 x D 599 mm
• Height-adjustment increments 102.5 mm
• 4 lockable rollers
• H 1985, W 616, D 662 mm

MC/1 Mielcar trolley
• For loading washer-disinfectors and

handling baskets and inserts
• 2 levels (sloping towards centre)
• Rail handle and docking plate
• Docking height H 640–885 mm, infinitely

adjustable
• 4 wheels, of which 2 are lockable
• H 1000, W 630, D 814 mm (D 960 mm

with docking plate extended)

For use on G 7836 CD and washer-
disinfectors installed on 30 cm plinth

Accessories

Test Kit
• Tests the presence of proteins and

monitors cleaning results
• Contents sufficient for 48 tests
• With coding strips for reflectometer

Post-reprocessing security
In collaboration with Merck, Miele has
developed a protein test to provide a fast
method of checking cleaning performance
on instruments. This allows regular quality
control of cleaning performance.
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Plinths

UE 30-30/60-78 plinth (top illustration)
• For use with G 7895/1 and G 7896
• Stainless-steel plinth, bolted to machine
• H 300, W 300, D 600 mm

UE 30-60/60-78 plinth 
(bottom illustration)
• For G 7892
• Stainless-steel plinth, bolted to machine
• H 300, W 600, D 600 mm

UC 30-90/60-78 plinth (Illustrated)
• For use with G 7892 in combination with

G 7895/1 or G 7896
• Stainless-steel plinth, bolted to machine
• H 300, W 900, D 600 mm

UC 30-90/70-78 plinth
• For G 7882 CD and G 7835 CD
• Stainless-steel plinth, bolted to machine
• H 300, W 900, D 700 mm
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Accessories for dispensing liquid products

G 7896 DOS chemical supply unit
• Housing unit for DOS modules and

supply containers
• H 850 (820), W 300, D 600 mm
• Compatible with G 7892 and G 7835 CD
• Freestanding unit, can be built under
• Unit with removable outer door panelling

available in stainless steel or white
• Internal dimensions: 

H 530, W 249, D 480 mm
• 3 levels

Level 1: Pull-out drawer on telescopic
runners for max. 3 DOS modules.
Levels 2 and 3: Pull-out drawer on tele-
scopic runners with drip tray and retainer
for storage of supply containers.

DOS K 60 dispenser module
• For use on G 7892 and G 7882 CD
• For liquid alkaline detergents
• Peristaltic pump, adjustable via machine

controls
• Integrated dispenser monitoring function

ensuring high level of process security in
compliance with EN ISO 15883

• Siphon (333 mm) with magnetic float
switch for level-fill indicator for 5 and 
10 l containers

• Conversion kit (No. 5 45 80 30) with long
siphon tube (10–30 l container) available
from Spares

DOS K 60/1 dispenser module
• For use on G 7892 and G 7882 CD
• Features as per DOS K 60, but with short

siphon tube (200 mm) for 5 l container

DOS dispenser module G 60
• For G 7835 CD
• For liquid alkaline detergent
• Peristaltic pump, adjustable via machine

controls
• Siphon (333 mm) with magnetic float

switch for level-fill indicator for 5 and 
10 l containers

• Conversion kit (No. 5 45 80 30) with long
siphon tube (10–30 l container) available
from Spares

DOS G 60/1 dispenser module
• For G 7835 CD
• Features as per DOS G 60, but with short

siphon tube (200 mm) for 5 l container

DOS dispenser module G 10
• For G 7835 CD
• For liquid acidic products
• Feature as per DOS G 60 

DOS 2
• For G 7836 CD
• For liquid acidic products

(surfactant/neutralising agent)
• Bellows-type dispenser pump, 

retrofittable by Service

DOS 4
• For G 7836 CD
• For liquid products 

(disinfectants/alkaline detergents)
• Bellows-type dispenser pump,

retrofittable by Service

Note
The use of liquid detergent is recommended
in the DESIN vario TD programme.

• The following canister sizes can be
used L x H x W:

4 x 5 l: 245 x 145 x 225 mm*
2 x 10 l: 140 x 193 x 307 mm
2 x 10 l: 223 x 203 x 321 mm
2 x 10 l: 229 x 193 x 323 mm
2 x 10 l: 194 x 204 x 353 mm
1 x 20 l: 289 x 233 x 396 mm
1 x 25 l: 288 x 234 x 456 mm

* Only possible with DOS K 60/1 or
DOS G 60/1 dispenser with short
siphon

Illustration shows DOS K 60
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RO-190 M1 reverse osmosis system
• For a continuous supply of demineralised

water
• Throughput: max. permeate capacity 

190 l/h
• Stand-alone solutions for installation in

neighbouring unit
• Stainless-steel panelling
• External dimensions: 

H 380, W 543, D 302 mm
• Further features and technical data as per

RO-190 M2

Optional for RO-190 M2 and RO-190 M1 
(VEOLIA accessory list)
• Installation of pre-filter
• Additional connection, e.g. for connection

of autoclave or water dispenser tap
• Pressure tank to store demineralised

water
• Connection to water softener

Indicator lights

RO-190 M2 reverse osmosis system
• For a continuous supply of fully

demineralised water
• Throughput: max. permeate capacity 

190 l/h
• Reverse osmosis system in stainless-

steel plinth with door and floor tray
Installation of 2 x 5 l supply containers in
plinth

• 2 status LEDs (conductivity/throughflow)
• Max. yield approx. 50%

Salt filtration rate 96–98%
Water quality approx. 5–100 µS/cm
(dependent on raw water supply, typically
5–20 µS/cm)
Water connection to RO 3⁄4"
Permeate outlet 3⁄4"
Concentrate outlet 8 mm water hose
Water supply pressure 2–6 bar
Electrical connection 230 V/50 Hz
Rated load 1 kW, fuse rating 10 A
indicators
Electricity consumption: 0.6 kW/h

• Cold water max. 28°C
max. raw water hardness 30°dGH,
15°dKH (carbonate hardness)

• Rehingeable door
• External dimensions: 

H 520, W 600, D 560 mm

Accessories for reprocessing with fully 
demineralised water

Single-source supplier
Water quality plays a key role in instrument
reprocessing. Raw water contains salts
and minerals which can result in deposits
on the load and on machine surfaces. Fully
demineralised water is instrumental in
preventing instrument corrosion. In installa-
tions requiring large volumes of water,
reverse osmosis installations offer an
economical alternative to demineralisation
cartridges (cf. Chart on Page 67). Water
pre-treatment can increase the economic
efficiency of washer-disinfectors. Filtration
protects against deposits likely to damage
the machine, prevents downtimes and
repairs and reduces detergent costs. 

The Miele range now includes the 
RO-190 M1 and RO-190 M2 reverse
osmosis systems from VEOLIA.

Illustration shows Miele washer-disinfector with RO-190 M2
reverse osmosis unit 

Status: 
Ready or Stand by

Conductivity and 
throughflow 
indicators:
Fault
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E 310 Water demineralisation cartridge,
pre-charged
• Pressure-proof stainless-steel cartridge
• H 570, Ø 240 mm
• Complete with vent and pressure relief

valve
• Contains 20 litres of reusable mixed resin

Delivery capacity in litres depends on the
salt content of the raw water and the max.
acceptable conductivity.

Conductivity levels
5 µS/cm 10 µS/cm

5°dH 4.250 4500
10° dH 2.125 2250
15°dH 1.420 1500
20°dH 1.070 1125
25°dH 850 950
30°dH 710 750

The information given in this chart is
intended only as a guide.

LWM Module C conductivity meter
• For E 310/E 318 water demineralisation

cartridges
• H 118, W 235, D 110 mm
• Electrical connection AC 230 V 50 Hz
• 2 hoses, approx. 1.9 m, 

3⁄4" threaded union
• Integrated conductivity meter 

0–20 µS/cm
1.5 µS/cm = Tridistilled water 
2.5 µS/cm = Bidistilled water
20.0 µS/cm = Single-distilled water

E 318 Water demineralisation cartridge,
empty
• Charged with 20 l of single-use resin

E 315 Disposable resin
• 20 l homogenous, mixed-bed resins 

for E 318
• Box with two 10 l bags, vacuum-packed

in plastic sacks
• Replacement filter bag

E 316 Refill set
• Plastic barrel with lid and funnel
• For 30 l disposable resin

Accessories for reprocessing with fully
demineralised water

G 7895/1 Aqua Purificator
• For G 7892, G 7882 CD, G 7835 CD and

G 7836 CD
• Housing unit for two E 310 or E 318

demineralisation cartridges
• Integrated conductivity meter
• General recommended quality for the

final rinse < 15 mS/cm
• H 850 (820), W 300, D 600 mm
• Freestanding unit, can be built under
• Outer panelling in stainless steel or white
• Electrical connection AC 230 V 50 Hz
• Water connection:

1 x Cold water 3⁄4" threaded union for
connection of cartridge (hose approx. 
1.2 m long)
1 x connection of cartridge to machine
with 3⁄4" threaded union (approx. 1.2 m
long) 2.5–10 bar flow pressure to
cartridge (pressure loss approx. 1 bar per
cartridge)
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Accessories for reprocessing with fully demineralised water
Accessories for reprocessing with softened water

E 313 Wall valve (above)
• For manual delivery of demineralised

water
• Pressure hose approx. 1.5 m, pressure-

proof to 10 bar

E 314 Cabinet mounted valve (below)
• For manual delivery of demineralised

water
• Pressure hose approx. 1.5 m, pressure-

proof to 10 bar

PG 8597 Aqua Soft system, twin-tank
water softener
• For continuous supply of softened water

for supply hardness ranges of up to
approx. 40°d (7.2 mmol/l)

• H 570, W 360, D 360 mm
• Weight (excl. salt) approx. 30 kg
• Freestanding unit on castors. 

Filled from top.
• Plastic housing unit
• Throughput: Constant supply 19 l/min,

max. flow 30 l/min
• Level controlled twin tank system
• No electrical connection required
• Equipped with 2 x 4.5 l resin-filled

containers and 1 container for 20 kg of
salt

• Water connection:
2 pressure hoses, approx. 1.5 m, 
3⁄4" threaded union 
1 x Cold or hot water, max. 70°C, min.
supply flow pressure 1 bar, max. static
pressure 8 bar
2.5 bar minimum flow pressure on
machines without water softener, 3.5 bar
min. flow pressure on machines with
water softener

1 x connection between system and
machine
2 hoses downstream, approx. 1.5 m 
(DN 8 for reactivated water and overflow,
odour trap and non-return valve to be
provided on site.

• Water consumption 19 l/Reactivation

Demineralised water cartridge v. reverse
osmosis
To protect instruments, Miele recommends
the use of fully demineralised water in the
final rinse cycle. Miele offers both water
demineralisation cartridges and reverse
osmosis systems. The relative benefits of
the two systems depend largely on the
number of washing and disinfecting
programmes run per day. In general, the
higher the requirements, the greater the
likelihood of a reverse osmosis system
being more economical than ion-exchange
demineralisation cartridges.

Water demineralisation cartridge versus
reverse osmosis system

Water consumption per annum

Recommend:
Reverse osmosis system

Recommend:
Water demineralisation
cartridge
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Technical data
G 7892, G 7882 CD

Washer disinfectors G 7892 G 7882 CD

Frontloading unit with bottom-hinged door, excl. baskets • •

Freestanding unit with lid, can be built-under • –

Built-under/freestanding unit with lid – •

Freshwater system, max. temperature 93°C • •

Circulation pump [Qmax l/min] 400 400

Controls/programmes

MULTITRONIC Novo plus/10 programmes • •

Electric door lock • •

Buzzer, acoustic signal at end of programme • •

Programme continuation in event of power outage • •

Serial interface for process documentation (SST) • •

Water supply connection

1x Cold water, 0.5–10 bar flow pressure (50–1000 kPa) • •

1x Cold water for steam condenser, 0.5–10 bar flow pressure (50–1000 kPa) • •

1x demineralised water, 0.5–10 bar flow pressure (50–1000 kPa) • •

No. of inlet hoses 1/2" with 3/4" threaded union, length approx. 1.7 m 3 3

Drain pump DN 22, head height 100 cm • •

Steam condenser water drain (DN 22) • •

Waterproof system (WPS) • •

Electrical connection, supply lead approx. 1.7 m, 5 x 2.5 mm2

3 N AC 400 V 50 Hz • •

Heating [kW] (3 N/2 N) 9.0 9.0

Circulation pump [kW] (3 N/2 N) 0.7 0.7

Total rated load [kW] (3 N/2 N) 9. 9.7

Fuse rating [A] (3 N/2 N) 3 x 16 3 x 16

Dispenser systems

1 door dispenser for powder detergent • •

1 door dispenser for liquid surfactant – •

1 DOS 10/30 dispenser pump for liquid acidic agents • •

1 DOS 60/30 dispenser pump for liquid detergent – •

Drawer with 2 x 5 l supply containers – •

Connection options

DOS K 60 or DOS K 60/1 for liquid detergents/chemicals 2 1

G 7892
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Washer disinfectors G 7892 G 7882 CD

Water softener

for cold and hot water to max 70°C, Monobloc • •

Steam condenser

Aerosol • •

Drying unit/Radial fan

Fan motor [kW] 0.3 0.3

Heater bank [kW]: 1.8 1.8

Total rated load [kW]: 2.1 2.1

Air throughput [m3/h] 63.4 55

Temperature selection in 1° increments [°C] 50–99 50–99

Time selection in 1-minute increments [min] 1–99 1–99

Particulate filter/HEPA filter H 12 • –

Filtration rate >99.5% (DIN EN 1822)/filter life 100 h • –

Preliminary filter EU 4, filter rating > 95%, filter life 100 h – •

Particulate filter/HEPA filter H 13 – •

Filtration rate >99.992% (DIN EN 1822)/life cycle 500 h – •

Dimensions, weight

External dimensions H / W / D (excl. lid H 820 mm) [mm] 850/600/600 820/900/700

Cabinet dimensions H / W / D [mm]: 500/535/O=473 U=516* 500/535/O=473 U=516*

Weight [kg]: 78 108

External casing options:

Stainless steel (AE) • •

Test certificates

VDE, VDE-EMC, IP X1 • •

MDD CE 0366 • •

DVGW – •

*O = Upper basket, U = Lower basket

• = standard, – = not available
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Frontloading unit with bottom-hinged door, excl. baskets • •

Built-under/freestanding unit with lid • –

Freestanding unit with lid – •

Freshwater system, max. temperature 93°C • •

Circulation pump [Qmax l/min] 400 600

Controls/programmes

Freely programmable Profitronic controls • •

Electric door lock • •

Peak-load negotiation • •

Serial interface for process documentation • •

Magnetic strip for automatic mobile unit recognition • •

Water supply connection:

1x Cold water, 0.5–10 bar flow pressure (50–1000 kPa) • •

1x Cold water for steam condenser, 0.5–10 bar flow pressure (50–1000 kPa) • •

1x Hot water, 0.5–10 bar flow pressure (50–1000 kPa) • •

1x demineralised water, 0.5–10 bar flow pressure (50–1000 kPa) • •

Feed pump for demineralised water (depending on model) • •

4 inlet hoses 1/2" with 3/4" threaded union, length approx. 1.7 m • •

Drain pump DN 22, head height 100 cm • •

Steam condenser water drain (DN 22) • •

Waterproof system (WPS) • •

Electrical connection

3 N AC 400 V 50 Hz, supply lead approx. 1.7 m, 5 x 2.5 mm2 • •

Heating [kW]: 9.0 9.0

Circulation pump [kW]: 0.7 1.2

Total rated load [kW]: 9.7 10.2

Fuse rating [A]: 3 x 16 3 x 16

Dispenser systems

1 dispenser pump for liquid acidic agents • (peristaltic pump) • (bellows-type pump)

1 dispenser pump for liquid detergent • (peristaltic pump) • (bellows-type pump)

Drawer for 2 x 5 l supply containers • –

Drawer for 4 x 5 l supply containers – •

Connections

DOS G 10 dispenser for liquid agents (surfactant) • –

DOS G 60 or DOS G 60/1 dispenser for liquid detergent • –

DOS 2 dispenser pump for liquid agents (surfactant), – •

Bellows-type pump, retrofittable by Service – •

DOS 4 dispenser pump for liquid agents (disinfectant), – •

Bellows-type pump, retrofittable by Service – •

Technical data
G 7835 CD, G 7836 CD

G 7835 CD



Washer disinfectors G 7835 CD G 7836 CD

Water softener

for cold and hot water to max 70°C, Monobloc • –

for cold and hot water to max 70°C, large-capacity water softener – •

Steam condenser

Aerosol • •

Drying unit/Radial fan

Fan motor [kW] 0.3 0.3

Heater bank [kW]: 2.3 2.3

Total rated load [kW]: 2.6 2.6

Air throughput [m3/h] 55 55

Temperature selection in 1° increments [°C] 60–115 60–115

Time selection in 1-minute increments [min] 1–240 1–240

Preliminary filter EU 4, filter rating > 95%, filter life 100 h • •

Particulate filter/HEPA filter H 13, filter rating > 99.992% (DIN EN 1822), Filter life 500 h • •

Dimensions, weight

External dimensions H / W / D [mm]: 820/900/700 1175/900/700

Cabinet dimensions H / W / D [mm]: 500/535/O=473 U=516* 500/535/O=473 U=516*

Weight [kg]: 114 192

Outer casing

Stainless steel (AE) • •

Test certificates

VDE, VDE-EMC, DVGW, MPG CE 0366, IP X1 • •

*O = Upper basket, U = Lower basket

• = standard, – = not available
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